Powder Coating: 8F-149-A005 + Heat Transfer Film: 1704/01 Powder Coating: 8F-149-A005 + Heat Transfer Film: 2117/02

Powder Coating: 8F-149-A005 + Heat Transfer Film: 2508/15 Powder Coating: 8F-150-A005 + Heat Transfer Film: 2508/16

Powder Coating: 8F-150-A005 + Heat Transfer Film: 2532/04 @m S?SC@“““ Powder Coating: 8F-155-A005 + Heat Transfer Film: 2805/08

L’idoneita all'impiego in esterno degli abbinamenti tra prodotti vernicianti poliuretanici Decoral System® e Viale del Lavoro, 5 - 37040 Arcole (VR) Suitability for outdoor use of different combinations between polyurethane Decoral System® Powder
film sublimatici Decoral System® dovra essere valutata sul sito internet www.decoral-system.com (alla voce . Tel. +39 045 7639111 - Fax +39 045 7639100 coatings and heat transfer film Decoral System® must be assessed on www.decoral-system.com
FINITURE ADATTE PER USO ESTERNO) oppure contattando il nostro laboratorio. info@decoral-system.com - www.decoral-system.com (link: TESTED FOR OUTDOOR USE) or contacting our laboratory.



http://www.decoral-system.com/

Accelerated Weathering Test
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LAB. ID NUMBER: 36430
POWDER COATING: 8F-150-A005
HEAT TRANSFER FILM: 2508/16
Colour Varation{AE): 1,18
residual gloss: B6%

Decoral System s.r.l. - Viale del Lavoro, § -

Accelerated Weathering Test
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LAB. ID NUMBER: 36426
POWDER COATING: 8F-148-A005
HEAT TRANSFER FILM: 2508/15
Cotour Variation(AE): 1,24
residual gloss: 95%

Accelerated Weathering Test

L4
Unexposed area
(reference)

Exposed
area

LAB. ID NUMBER: 38428
POWDER COATING: 8F-155
HEAT TRANSFER FILM
Colour Vanation{AE). 0,67
residual gloss: 100%

Arcole (Verona) Italy - Tel.

8F-XXX-A005 SERIES

Textured powder coatings with high gloss

Product features

The

surfac ¢ s than normal texture

coatings, with a rang en 30 and 70

A large vanety of c

and they can be f

technaotogy; they are made to be co g with products covered
with other technologies, like plastic films with wood effects

Technical information
er type. Polyurethane
istance ss 1
Yield in surface/mass. 13,1 m’/Kg
> weigh: 1,27 £ 0,03 g/em’

Application and curing cycle

Availabile for corona charging or disco application
Curing time and temperature: 20 minutes at 20
(metal temperature)

Mechanical proprieties
Standard reference | Result
2815

No loss of adhesion ok

Variants and special formulations

15 minutes at 180°C - 374"F),

- for bending

Sublimation technology
Heat-transfer techn

coating \

panel deco vith a w

Possible usage and applications
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for the imitation of textured

Very res

ders of BF-XXX-A005 series represent a perfect solution
and allow obiaining
results h a special re on of the

MRK-005-0693




